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SEE LOOP INSTALLATION DETAIL

THE EXISTING ADJACENT SYSTEM.

THE TRAFFIC SIGNAL CONTROL EQUIPMENT FOR THIS
PROJECT, SHALL BE "ECONOLITE’ TO MATCH
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FULLERTON AVENUE

MAINTAIN EXISTING INTERCONNECT CONDUIT
AND CABLE CONNECTION BETWEEN WESTGATE
DRIVE AND LA LONDE AVENUE

DRILL EXISTING HANDHOLE (1)

WESTGATE DRIVE

ADDISON ROAD
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MATCH LINE STATION 178+00
FOR CONTINUATION SEE BELOW LEFT

FOR CONTINUATION SEE ABOVE RIGHT
MATCH LINE STATION 178+00

INTERSECTION AND SAMPLING
(SYSTEM) DETECTORS

INTERCONNECT PLAN ND

CONTROLLER
HANDHOLE

HEAVY DUTY HANDHOLE
DOUBLE HANDHOLE

G.S. CONDUIT IN TRENCH OR PUSHED
DETECTOR LOOP

COMMON TRENCH

UNIT DUCT

SYSTEM

INTERSECTION

WOOD POLE

EXISTING HANDHOLE TO BE REMOVED
TEMPORARY AERIAL CABLE

PROPOSED
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THE INSTALLATION OF THE PERMANENT SYSTEM.
WIRE SHALL BE PROVIDED AND MAINTAIN 13 GROUND CLEARANCE TO
POWER COURT SUPPORT AERIAL CABLE.
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STA. 166+00 TO STA. 192+00

FED. ROAD DIST.NO. 7 I ILLINOIS }FED. AD PROJECT

N

83676

INCLUDED IN COST OF TEMPORARY TRAFFIC SIGNAL INSTALLATION:
INSTALL 9 TEMPORARY WOOD POLES WITHIN CONSTRUCTION LIMITS

WITH AERIAL CABLE (APPROX, 1200° LENGTH) TO MAINTAIN INTERCONNECT
b | FROM WESTGATE DRIVE TO ADDISON ROAD. PROVIDE NEW FIBER OPTIC

it ] CABLE FOR TEMPORARY INTERCONNECT OPERATION AND REMOVE AFTER

ADEQUATE MESSENGER

ADDISON ROAD

NOTES:

1. ITEMS INSTALLED FOR TRAFFIC SIGNALS AT INTERSECTIONS,
SUCH AS CONTROLLERS, AND SIGNAL HEADS, ARE INCLUDED
ON THE APPROPRIATE TRAFFIC SIGNAL PLAN.

2. THE CONTRACTOR SHALL PLACE THE INTERCONNECTION
SYSTEM HANDHOLES AND CONDUITS AS CLOSE TO WITHIN
ONE_FOOT OF THE RIGHT-OF-WAY LINES AS POSSIBLE OR,
AS DIRECTED BY THE ENGINEER.

3. THE NEW FIBER OPTIC CABLE USED FOR TEMPORARY
INTERCONNECT SHALL NOT BE REUSED FOR PERMANENT
INTERCONNECT.

4, ALL ITEMS REQUIRED FOR THE TEMPORARY INTERCONNECT
SHALL BE INCLUDED IN THE COST OF TEMPORARY TRAFFIC
SIGNAL INSTALLATION. THIS INCLUDES TEMPORARY WOOD

TEMPORARY FIBER OPTIC CABLE, TEMPORARY FIBER
OPTIC CABLE REMOVAL AND TEMPORARY UNIT DUCT.

FOR INTERCONNECT QUANTITIES
SEE SHEET NO. 41
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REVISIONS
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HORIZ. 50

ILLINO!S DEPARTMENT OF TRANSPORTATION
TEMPORARY AND PROPOSED
SYSTEM INTERCONNECT PLAN

FULLERTON AVENUE
STATION 166400 TO STATION 192+00
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DATE: 07-18-03
DRAWN BY: SRS
SCALE IN FEET CHECKED BY: SRF




